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Your chaice cf this product indicates that you are a devotee 
to excellence in sound reproduction, 

We appreciate your patronage and take pride in the long tradi- 
tion of quality components that our company represents. 
So that you can get the most out of your unit, we suggest that 
you take the time to read through this manuai before you hook 
up and operate your system. This will acquaint you with oper- 
ating features and system-connection considerations so that 
your listening pleasure will be enhanced right from the start. 
You will notice that in all aspects of planning, engineering, 


styling, operating convenience and adaptability we have sought 


ta anticipate your needs and desires. 
Keep this manual handy for future reference. 


For your records 


Record the serial number, found on the back of the unit, in 
the spaces designated on the warranty card, and in the space 
provided below. Refer to the model and serial numbers 
whenever you call upon your dealer for information or service 
on this product. 

Model _. Cris] NUM 


Unpacking 


Unpack the unit carefully and make sure that all accessories 
are put aside so they will not be lost. 

Examine the unit for any possibility of shipping damage. If your 
unit is damaged or fails to operate, notify your dealer immedi- 
ately. If your unit was shipped to you directly, notify the ship- 
ping company without delay. Only the consignee (the person 
or company receiving the unit) can file a claim against the car- 
rier for shipping damage. 

We recommend that you retain the original carton and pack- 
ing materials for use should you transport or ship the unit in 
the future. 


The marking of products using lasers 
(Except for some areas.) 


CLASS 1 
LASER PRODUCT 


The label is attached to the rear panel and says that the com- 
ponent uses laser beams that heve been classified as Class 1. 
lt means that the unit is utilizing laser beams that are of'a weaker 
class. There is no danger of hazardous radiation outside the unit. 


For the USA 
CAUTION: 


Use of controls or adjustments or performance of proce- 
dures other than those specified herein may result in 
hazardous radiation exposure. 


In compliance with Federal Regulations, following are 
reproductions of labels on, or inside the product relating 
to laser product safety. 


KENWOOD CORPORATION 
SHIONOG! SHIBUYA BUILDING 17-5, 
2-CHOME, SHIBUYA, SHIBUYA-KU, 
TOKYO, JAPAN 


KENWOOD CORP. CERTIFIES THIS EQUIPMENT 


CONFORMS TO DHHS REGULATIONS NO, 21 CFR 
1040. 10, CHAPTER I, SUBCHAPTER J. 


Location: Back Panel 


Accessories 
Remote control unit 


Contents Caution: Read the pages marked A carefully to ensure safe operation. 
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Before operation 
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Remote control operation 
Normal playback operation (CD, CDV, LD) 
Searching for a desired scene (tune) (CD, CDV, 
Special video playback functions (LD-CAV} 
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SHUTHEOPETALON az os coass dete, cvdineewraededetntdel sewers Blenetcee esses’ 
Plogram play (CO, CDV, LD)... 

Editing 

Repeat play 

Random play 

Audio switching 

Switching the time display 

Useful functions 

In case of difficulty 

Specifications 


A Caution: Read this page carefully to ensure safe operation. 


Before applying power 


For the U.S.A. and Canada 


Important! 
Units shipped to the U.S.A, and Canada are designed for opera- 
tion on 120 volts AC only. 


CAUTION: To PREVENT ELECTRIC SHOCK DO NOT USE 
THE AC PLUG WITH AN EXTENSION CORD, RECEPTACLE OR 
OTHER OUTLET UNLESS THE BLADES CAN BE FULLY IN- 
SERTED TO PREVENT BLADE EXPOSURE. 


For the United Kingdom 


Important! 


Units shipped to the U.K. are designed for operation on 
240 valts AC only. 


The mains plug must be removed from the wall socket prior 
to any internal examination. 


The wires in this mains lead are coloured in accordance with 
the following code: 
BIW) soecsecessccvitenstedseste anceps ck _ Neutral 
tease pattie eae te ok LIS 


The wires in this mains lead must be connected to the termi- 

nals in the plug as follows: 

Wire colour Plug terminal marking 
N or Black 


L or Red 


Brawn to 


1. If a 13-amp plug is used, this must be fitted with a 5-amp 
fuse. 

2. lia 3-pin plug with earthing contact is used, no wire must 
be connected to the E terminal. 


Safety precautions 


For Australia and Europe 


Important! 
Units shipped to Australia are designed for operation on 240 V 


AC only. 


Units shipped to Europe are designed for operation on 230 V 
AC only. 


For other countries 


Important! 
Units shipped to countries other than the above countries are 
equipped with an AC voltage selector switch on the rear panel. 
Refer to the following paragraph for the proper setting of this 
switch. 


AC voltage selection 

This unit operates on 110/127 or 220/240 volts AC. The AC 
voltage selector switch on the rear panel is set to the voltage 
that prevails in the area to which the unit is shipped. Before 
connecting the power cord to your AC outlet, make sure that 
the setting position of this switch matches your line voltage. 
lf not, it must be set to your voltage in accordance with the 
following direction. 

Note; ——-————_—__________-___.__ 
Our warranty does not cover damage caused by excessive line 
voltage due to improper seiting of the AC voltage selector 
switch. 


AC voltage selector switch 


AG VOLTAGE 


SELECTOR 


Move switch lever to match your line voltage with 
a small screwdriver or other pointed tool. 


WARNING: TO PREVENT FIRE OR ELECTRIC SHOCK,-DO NOT EXPOSE THIS APPLIANCE 


TO RAIN OR MOISTURE. 


CAUTION 


ATSIC FTF PREC TR STE K 


CAUTION: TO REDUCE THE RISK OF ELECTRIC SHOCK, DO NOT REMOVE 
COVER (OR BACK). NO USER-SERVICEABLE PARTS INSIDE, REFER SER- 


NUT OPEN VICING TO QUALIFIED SERVICE PERSONNEL. 


THE LIGHTNING FLASH WITH ARROWHEAD SYMBOL, WITHIN AN EQUILATERAL TRIANGLE, 
IS INTENDED TO ALERT THE USER TO THE PRESENCE OF UNINSULATED ‘DANGEROUS VOL- 
TAGE” WITHIN THE PRODUCT'S ENCLOSURE THAT MAY BE OF SUFFICIENT MAGNITUDE 
TO CONSTITUTE A RISK OF ELECTRIC SHOCK TO PERSONS. 


THE EXCLAMATION POINT WITHIN AN EQUILATERAL TRIANGLE IS INTENDED TO ALERT THE 
USER TO THE PRESENCE OF IMPORTANT OPERATING AND MAINTENANCE (SERVICING) IN- 
STRUCTIONS IN THE LITERATURE ACCOMPANYING THE APPLIANCE. 
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Caution : Read this page carefully to ensure safe 
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IMPORTANT SAFEGUARDS 


1. Read instructions — All the safety and operating in- 
structions should be read before the appliance is operated. 


2. Retain instructions — The safety and operating in- 
structions should be retained for future reference. 


3. Head warnings — All warnings on the appliance and 
in the operating instructions should be adhered to. 


4. Follow instructions — All operating and use instruc- 
tions should be followed. 


5. Cleaning — Unplug this video product from the wall 


outlet before cleaning. Do not use liquid cleaners or aerosol 
cleaners. Use a damp cloth for cleaning. 


he, & 


6. Attachments — Do not use attachments not recom- 
mended by the video product manufacturer as they may 
cause hazards. 


7. Water and moisture — Do not use the video product 
near water — for example, near a bath tub, wash bowl, 
kitchen sink, or laundry tub, in a wet basement, or near a 
swimming pool, and the like. 


8. Accessories — Do not place this video product on an 
unstable cart, stand, tripod, bracket, or table. The video 
product may fall, causing serious injury to a child or adult, 
and serious damage to the appliance. Use only with a cart, 
stand, tripod, bracket, or table recommended by the 
manufacturer, or sold with the video product. Any mount- 
ing of the appliance should follow the manufacturer's in- 
structions, and should use a mounting accessory 
recommended by the manufacturer. 
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A\ Caution : Read this page carefully to ensure 


safe operation. 


8A. An appliance and cart combination should be moved 
with care. Quick stops, excessive force, and uneven sur- 
faces may cause the appliance and cart combination to 
overturn. 


9. Ventilation — Slots and openings in the cabinet are 
provided for ventilation and to ensure reliable operation of 
the video product and to protect it from overheating, and 
these openings must not be blocked or covered. The open- 
ings should never be blocked by placing the video product 
on a bed, sofa, rug, or other similar surface. This video 
product should never be placed near or over a radiator or 
heat register. This video product should not be placed in a 
built in installation such as a bookcase or rack unless proper 
ventillation is provided or the manufacturer's instructions 
have been adhered to. 


10. Power sources — This video product should be 
operated only from the type of power source indicated on 
the making label. If you are not sure of the type of power 
supply to your home, consult your appliance dealer or local 
power company. For video products intended to operate 
from battery power, or other sources, refer to the operat- 
ing instructions. 


11. Grounding or polarization — This video product is 
equipped with a polarized alternating current line plug (a plug 
having one blade wider than the other). This plug will fit into 
the power outlet only ane way. This is a safety feature. If 
you are unable to insert the plug fully into the outlet, try 
reversing the plug. If the plug should still fail to fit, contact 
your electrician to replace your obsolete outlet. Do not 
defeat the safety purpose of the polarized plug. 


12. Power cord protection — Power supply cords 
should be routed so that they are not likely to be walked 
on or pinched by items placed upon or against them, pay- 
ing particular attention to cords at plugs, convenience recep- 
tacles, and the point where they exit from the appliance. 


Ll 


A\Caution : Read this page carefully to ensure safe 


13. Outdoor antenna grounding — If an outside anten- 
na or cable system is connected to the video product, be 
sure the antenna or cable system is grounded so as to pro- 
vide some protection against voltage surges and built up 
static charges. Section 810 of the National Electrical Coad, 
ANSI/NEPA 70, provides information with respect to proper 
grounding of the mast and supporting structure, grounding 
of the lead — in wire to an antenna discharge units size of 
grounding conductors, location of antenna discharge unit, 
connection to grounding electrodes, and requirements for 
the grounding electrode. 


EXAMPLE OF ANTENNA GROUNDING AS PER 
NATIONAL ELECTRICAL CODE 


ANTENNA 
DISCHARGE UNIT 
{NEC SECTION 810-20) 


ELECTRIC 
SERVICE 
EQUIPMENT 


{NEC SECTION 810-21) 
"~ GROUND CLAMPS 


POWER SERVICE GROUNDING 
ELECTRODE SYSTEM 


NEC — NATIONAL ELECTRICAL CODE (NEC ART 250, PART H) 


14. Lightning — For added protection for this video 
product receiver during a lightning storm, or when it is left 
unattended and unused for long periods of time, unplug it 
from the wall outlet and disconnect the antenna or cable 
system. This will prevent damage to the video product due 
to lightning and power line surges. 


15. Power lines — An outside antenna system should 
not be located in the vicinity of overhead power lines or other 
electric light or power circuits, or where it can fall into such 
power lines or circuits. When installing an outside antenna 
system, extreme care should be taken to keep from touch- 
ing such power lines or circuits as contact with them might 
be fatal. 


16. Overloading — Do not overload wall outlets and ex- 
tension cords as this can result in a risk of fire or electric 
shock. 


operation. 


17. Object and liquid entry — Never push objects of 
any kind into this video product through openings as they 
may touch dangerous voltage points or short out parts that 
could result in a fire or electric shock. Never spill liquid of 
any kind on the video product. 


18. Servicing — Do not attempt to service this video 
product yourself as opening or removing covers may expose 
you to dangerous voltage or other hazards. Refer all servic- 
ing to qualified service personnel. 


19. Damage requiring service — Unplug this video 
product from the wall outlet and refer servicing to qualified 
service personnel under the following conditions: 

(a} When the power supply cord or plug is damaged, 

(b) If liquid has been spilled, or objects have fallen into the 
video product. 

(c} If the video product has been exposed to rain or water. 
(d) If the video product does not operate normally by fol- 
lowing the operating instructions. 

Adjust only those controls that are covered by the operat- 
ing instructions as an improper adjustment of other contrals 
may result in damage and will often require extensive work 
by a qualified technician to restore the video product to its 
normal aperation. 

(e) If the video product has been dropped or the cabinet has 
been damaged. 

(f) When the video product exhibits a distinct change in per- 
formance — this indicates a need for service. 


20. Replacement parts — When replacement parts are 
required, be sure the service technician has used replace- 
ment parts specified by the manufacturer or have the same 
characteristics as the original part. Unauthorized substitu- 
tions may result in fire, electric shock or other hazards. 


21. Safety check — Uponcompletion of any service or 
repairs to this video product, ask the service technician to 
perform safety checks to determine that the video product 
is in proper operating condition. 
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Before operation 


Discs which can be played with this unit 


Disc types 

1. With this unit, use discs which bear one of the logos shown at 
the left. 

<> yj , 2. This unit cannot be used with CED or VHD type video discs. 

CD VIDEO f bu ] ben 


LD canes 3. This unit conforms to the NTSC system. Discs indicated for use 


with other television systems (PAL, SECAM} cannot be used with 
VIDEO COMPACT 
SINGLE ise 
Di Sc DIGITAL AUDIO 


this unit. 
Disc sizes 


CD single CD * Video Single LD single 


8 cm 12 cm : = oS 12 cm : 20 cm 


© 


oO S 


One side only, One side only, One side only, 
Audio: Audio: 

20 minutes max, 74 minutes max. max. 
Video: 5 minutes 


max. 


* When using a video single disc, the unit will stop playing approxi- 
mately 10 seconds after the visuals end. 


CAV discs (Standard Play discs) 

Discs of this type spin at a fixed rotational speed (Constant Angular 
Velocity) of 1800 rpm. Each revolution is equivalent to one video 
frame, and each frame is assigned its own frame number. Special 
video playback functions such as still frame, frame advance, and multi- 
speed playback are available with this disc type. 


Precautions when transporting or moving this 


unit 
Before transporting or moving this unit, carry out the following oper- 


One side only. 
Audio: 20 minutes Video: 5 minutes 
max. CLV: One side 


CAV: One side 

30 minutes max. 
CLV: One side 

60 minutes max. 


CAV: One side 
14 minutes max. 


20 minutes max. 
(This unit can play even thin- 
type 20 cm LD singles with- 
out requiring an adaptor.) 


CLV discs (Extended Play discs) 

When a CLV disc is played, the rotational velocity is varied as the 
playback position moves from the inside to the outside of the disc, 
thus maintaining a Constant Linear Velocity. Discs of this type are 
recorded with the time numbers which indicate the elapsed play time 
from the beginning of the disc. Although special video playback func- 
tions are not possible with CLV discs, CLV discs offer longer play- 
back time compared to CAV discs. 


ations. 


. Turn the pawer on and open the disc tray. If a disc is loaded, re- 


move the disc. 


. Install the transpertation-use spacer and close the tray. 


4122345 7 a 
67 83 10 
11 12 13 14 15 
16 17 13 18 20 


. Wait several seconds and make sure the display changes as shown 


in the figure. 
. Turn the power off. 
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me 12345 
8 7 8 9 10 
141213 14.15 
16 17 18 12 20 


Disc Handling Precautions 


Handling 
Hold the disc so that you do not touch the playback side. . 
Label side 
Playback side 


with LDs with CDs and CDV discs 


Do not attach anything such as tape or paper to either the playback 
side or the label side. 


Cleaning 
To remove fingerprints or dirt from a disc, gently wipe the dise with 
a soft cloth in a radial direction (straight from the center to the edge). 


Storage 
If a disc is not to be used, remove it from the unit and store it in its case. 


Disc Use Precautions 


Do not use cracked or warped discs 


During play, a disc rotates at very high speeds inside the player. Never 
use cracked or defective discs or discs which are noticeably warped. 
Use of such a disc may damage the player. 


Removing the transportation-use spacer 

At the factory, a transportation-use spacer is installed in 
the disc tray to protect the unit, fram damage during ship- 
ment. This spacer must be ramoved before the unit is used. 


Remove the spacer as follows 
1. Plug the power cord into an AC cutlet and press the POWER key 
to turn the power on. 


®@ After approximately 10 seconds, the display changes from the 
blinking ’*PLAY’' indication to a blinking "'Erroar’’ warning. 
Z. Press the OPEN/CLOSE (fa) button to open the tray. 
3. Remove the spacer from the tray as shown in the figure. 


If it becomes necessary to transport the unit again in the 
future, use the reverse procedure to re-install the spacer. 
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Before operation 


CX Noise Reduction System 
Display area 
12345 ge are — 


68 7 @ @ 10 

>» i 
11 12 13 14 15 uF 
16 17 16 18 20 


ex indicator 


Beware of condensation 


When water vapor comes into cantact with the surface of cold materi- 
al, water drops are produced. 

lf condensation occurs, correct operation may not be possible, or the 
unit may not function correctly. 

This is not a malfunction, however, and the unit should be dried. {To 
do this, turn the POWER switch ON and leave the unit as it is for several 
hours.) 


CD/CDV/LD terminology 


Chapter number (LD) 


Like a bock, LDs are divided into ‘‘chapters,’’ each of which is as- 
signed a chapter number. Chapter numbers are used on the jacket 
cover to designate the disc contents. Using these chapter numbers, 
you can use functions such as the Chapter Search function which 
enables you to quickly locate desired scenes. 

® Some discs are not recorded with chapter numbers. 


Frame number (LD) 


“’Frame"’ is the narne given to each image recorded on a standard 
play (CAV) disc, and is equivalent to a ‘‘page’’ in a book. By desig- 
nating frame numbers recorded on the disc, you can carry out oper- 
ations such as Frame Search which allows you to begin playback from 
a desired scene. _. 


Time number {LD) 


Time numbers are recorded on extended play {CLV} discs and indi- 
cate the elapsed play time from the beginning of the disc. Operations 
such as Time Search can be carried out using these time numbers. 
Time numbers are recorded in second units or minute units, depend- 
Ing on the disc. 
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This unit realizes low-noise, powerful sound reproduction through the 
use of the CX Noise Reduction System. When a disc bearing the CBX 
mark is played, this system automatically operates and the CRS indi- 
cator lights in the display. 


® If the CBM indicator does not light when playing a disc which bears 
the C4 mark, press the ($M key on the remote control unit so 
that the CR%& indicator appears. 


Be especially careful in the following conditions: 

@ When the unit is brought from a cold place to a warm place, and 
there is a large temperature difference. 

@ When a heater starts operating. 

@ When the unit is brought from an air-conditioned place to 4 place 
of high temperature with high humidity. 

@ When there is a large difference between the internal tempera- 
ture of the unit and the ambient ternperature, or in conditions where 
condensation occures easily. 


Track number (CD, CDV) 


Track numbers are used to designate the various sections of é disc. 
CDV discs are recorded with track numbers which continue in se- 
quence from the audio part to the video part. Using these track num- 
bers, you can carry out functions such as Track Search to quickly 
find a desired tune. 


TOC (CD, CDV, LD) 

In addition to audia signais, all CDs and CDV discs are recorded with 
a data section called a TOC (Table of Contents} at the beginning of 
the disc. The TOC is equivalent to the table of contents of a book 
and contains information such as the track number and playing time 
of each tune. 

@ Some LDs are also provided with a TOC. 


System connections 


Make connection as shown in the diagram below. 
When connecting the related system components, refer also to the instruction manuals of the related components. 


Do not plug in the power lead until all connections are campleted. 
M@ Basic connection 


If you have an amplifier which can switch video signals, connect the output jacks of this player to the amplifier’s input Jacks. 

If you have an amplifier which cannot switch video signals, connect the audio output jacks of this player to the input jacks of the amplifier 
and connect the video signal to your TV‘s video input jack. 

if your TV does not have a video input jack, use an optional RF modulator (RFM-100) to connect the video signa! to your TV’s antenna 


terminal. For detail, consult your dealer. 
If your TV has an S-VIDEO terminal, use an S-V!DEO cable to connect the S-VIDEO terminais of the TV and the player. 


Monitor TV 


Antenna terminal of TV 
{with TV which has not 
video terminal} 


S-VIDEO cable 


modulator 


] 
(RFM-100) S Video cord 


Amplifier 


*Video cord LVD-820R 


*Audio cord = || Optical 
fiber 
cable 


Cords not marked with an asterisk ( * ) are not supplied with this unit. 


Notes: 

1. Connect all cords firmly. If connections are loose there could be loss of sound or noise produced. 

2. When plugging and unplugging connection cords after connections are complete, be sure to first remove the power cord from the AC outlet. 
Plugging/unplugging connection cords without removal of the power cord can cause maifunctions or damage to the unit. 
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System connections 


Optical fiber cable connection 


Before connecting the optical fiber cable, remove the protection cap 
from the terminal. 


Insert the optical fiber cable connector straight-forward into the ter- 
minal until it clicks. 


® Be sure the protection cap is attached to the optical terminal when 
the terminal is not being used. 


@ Be careful not to bend, coil, or bundle the optical fiber cable. 


Optical fiber cable 


® Optical fiber cables available on the market may not always be able 
ta be used with this player. If your cord cannot be used with this 
unit, consult the store from which you purchased the cord or your 
nearest dealer. 
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S-VIDEO terminal: 


The S-VIDEO signal system separates the normal video signal 
(composite signal} into a signal which conveys brightness {Y signal) 
and a signal which conveys color {C signal), and transmits these sig- 
nals independently. 

Use this terminal for superior picture quality. 


Video terminal configurations: 


The configurations of the S-VIDEO and VIDEO (composite} terminals 
aré as shown below. 


$-VIDEO terminal VIDEO termina! 


STAND BY mode of POWER switch 


When the power cord of this system is plugged into an AC outlet, 
the STAND BY indicator lights up regardless of the ON/OFF setting 
of the POWER switch, This indicates that a small amount of current 


is being supplied to the unit to back up the memory contents. This 
mode is referred to as the Stand By mode, While the STAND BY indi- 
cator is lit, the power of the system can be switched ON/OFF from 
the remote control unit. 


Controls and indicators 


DIGITAL SOUND 
indicator 


INTRO SCAN indicator 


PROGRAM indicator REPEAT indicator A » B 


anibaraidy THEATER EDIT indicator SIDE B indicator 
niusic colaucah indi Music calendar 
(1~20) pause indicator SPACE indicator (1 ~20) 
Play er RANDOM 
indicator SIDE A indicator indicator 
1) 2( 3 4 5 §0F Bete | [PGM] EDIT | RANDOM a Te 8 4 
NIGHT \_INTRO SPACE Ar B 
Bl 7 8 3 10 THEA 6 7 8 9 10 
‘ex CHAP. TRACK NM-STOP SINGLE 
111213 14 15 EE P24 Sa, sete ee ee 11 12 13 14 15 
1” Mi Aalnogs ae 
16 17 18 19 20 om 2a iiLiLli~- oom wos 4617 18 19 20 
CHAPTER/TRACK ——|—|- SINGLE indicator 
number display area 
Audio channel Display area for TIME/FRAME 
indicator number and other information 
DISC indicator TV indicator 


M-STOP (Memory-stop} 
indicator 
CX indicator (CR) 


OPEN/CLOSE key 


(Memory-stop) EDIT key 


key 
PLAY MODE key 


RANDOM key 
DISC SIDE selector 


MIDNIGHT 
THEATER key 
STAND BY indicator 


Disc tray 


Remote control 


LEVEL control knob receptor Skip keys [Fe<] , [»e1)- SHUTTLE knob 
PHONES jack Numeric keys Pa rete key (all seeied 
POWER switch ( [1] ne [o] j [+10]) OP key ey|>|] 
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Remote control operation 


Operations of keys marked with ‘’*"’ can be carried out on the remote control unit only. 


Open/close key 
POWER key 


* CRS key 
* AUDIO MONITOR 
key 


* TV/DISC key 
* INTRO SCAN key 
RANDOM key 


* SPACE key 
EDIT key 


* CLEAR key 
* CHECK key 


* MULTI SPEED keys 


| 
* STILL/STEP keys 
aT, ii] 
SIDE A/B keys 


KENWOOD 


REMOTE CONTAOL UNIT 
RC-LVD820R 


Operation 


The coverage angle and distance varies depending on the 
temperature and humidity. Refer to the following illustra- 
tion for the approximate operation range. 


@ When pressing the remote control operation keys, press 
them securely, leaving an interval of more than 1 second 
between them. 


Notes: 


7 Model name: RC-LVD82ZOR | 
a Transmission system: 


* DISPLAY key 
* TIME key 


* FRAME/TIME key 
MIDNIGHT 
THEATER key 


* AUTO DIGITAL key 


Memory-stop key 
* REPEAT 4» 6B key 


* REPEAT keys 


Numeric keys 


( [1] ~ fo]. 19) 


PLAY MODE key 
Pause key Al 


* Search <% 


Stop key 


Play key |[»| 
Skip keys 


r 


Infrared pulse system 


Approx. 6m 


Operating range 


M@ Loading the bat- 
teries 


1 Remove the cover. 


insert two AA-size dry batteries (R6) 
in accordance with the. indicated 
polarity marks. 


Remote control receptor 


RC-LYD820R 


1. The supplied batteries are intended for use in checking the operation of the unit and may have a short life. 

2. When operating distance range of the remote control unit becomes noticeably shorter, replace all two of the batteries with new ones. 

3. Malfunction may occur in case direct sunlight or the light of a high—frequency lighting fluorescent lamp enters the remete control light receptor. 
in such a case, change the installation position of the unit so that the malfunction does not occur. 
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Normal playback operation (CD, CDV, LD) 


@ Playing a disc 


Turn on the power to this unit and related Display during disc play 
components. 


POWER @ When playing a CAV disc 


If the disc has a TOC, the recorded chap- 
ler number are displayed. 


@ Playback begins automatically if a disc is present in the player 
when the power is turned on. 


if the disc has a TOC, the recorded chap- 
ter number are displayed. 


Open the disc tray. 


OPEN/CLOSE 


Place a disc in position. 


For LD singl 
(20 ar = For CD singles 


{8 cm} 


For LBs (30 em) For CDs and 
CDV discs 
(12 cm) 


Disc tray 


1 Insert the headphone plug into the PHONES 
jack. 
@ When playing a double-sided LD, place it with side A (1) 
facing upward. 2 
® When playing a single-sided LD, CD and CDV, place with 
the side on which the title is written facing upward. 


PHONES 


5 Start playback. 2? Adjust the volume level. 


PHONES LEVEL 


O 


@ With a double-sided LD, playback starts automatically from 
side A. 

® The PLAY indicator blinks while the type of disc is being de- 
tected automatically, and playback starts when the indica- | 
tor starts to light steadily. 
To play side A (1}: Press the SIDE A disc side selector key. 
To play side B (2): Press the SIDE B key. 


Notes: 

1. Do not place any object on the disc tray other than a disc. 

2. A disc may become scratched if placed on the tray at a slant. 

3. Only place one disc at a time on the disc tray. Placing twa or more 
discs on the tray may damage the unit. 
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Normal playback operation 


Open/clase key 


STOP key[lil] OPEN/CLOSE key 


M@ Pausing playback 


on Chapter {track} numbers which have already been played 
are extinguished. 


@ Audio and video are suppressed and the pause indicator (H)} lights. 
@ Pressing the PLAY {} key once more starts playback from the paused position. 


M@ Stopping playback M@ Removing the disc 


OPEN/CLOSE 


® The disc tray ejects, allowing you to remove the disc. 
@ Press the OPEN/CLOSE ( @ } key again to close the disc tray. | 


Note: . 
To protect your discs, never turn the POWER switch OFF during playback. Always press the stop (IM) key and then the OPEN/CLOSE { @ } key 


to remove the disc before turning the power off. 
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@ Searching desired scene (music) by 
chapter (track) number 
(LD: Chapter search) (CD: Track search) 


Searching using the numeric keys 
Specify the chapter number (track number) using nu- 
meric keys. 


— 


Input example: 

14 is input by pressing + 10 once and then pressing 4. 

20 is input by pressing + 10 twice and then pressing O. 

® After search, the previous operation (playback, pause or still 
frame playback) resumes. 


Searching using the skip keys 


Track located beyond 
current position 


Track located before 
current position 


Each time the mei key is pressed, the play position ad- | 


vances to the next chapter {track}. 

If tag is pressed once during playback, the play position 
returns to the beginning of the current chapter (track). lf 
pressed again, the play position returns to the preceding 
chapier (track). 


When searching is finished, the original operation mode 


resumes. 


Notes: 


Numeric keys 


a 


a 
mo 
5 
on 
6 
i 
_ 


Search keys 


Mi Locating a desired scene (tune) by 
fast-forwarding/fast-reversing 
(Manual Search) 


Press the key corresponding to the direction in 
which you wish to search. 


Fast-reversing Fast-forwarding 


No sound is heard during fast-forwarding or fast-reversing. 

{LD, CDV video part) 

When the end of the video part is reached during fast- 

forwarding, the play position moves to the audio part and | 

normal playback begins. (CDV) 
Fast-reversing fram the audio part to the video part is not | 

possible. (CDV) 


1. Chapter Search and Chapter Skip operations are not possible with discs which do not have chapters. 
2. If you designate a chapter number which is not on the disc when using a dise-that does not have a TOC, operation will stop after the player 


determines that the specified chapter does not exist. 


3. Noise may appear on the screen during fast-forwarding or fast-reversing. 
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Searching for a desired scene (tune) (CD, CDV, LD) 


FRAME TIME key 


Numeric key 


@ Locating a desired scene by frame number 
{Frame search: LD-CAV only) 
Example: Starting playback from frame number “°12345’’. 


1 Press the FRAME/TIME key. 


FRAME / 
TIME 


2 Within 7 seconds, designate the frame number (5 digits) using the numeric keys. 


Press [1 |[2][3][4][5]in sequence. 


12245 He Pca 


6 7 & 9 10 


—— a) ne en 
—s! 


@ If you mistakenly enter the wrong frarne number, press the CLEAR key once and then re-enter the number. 
@ If the CLEAR key is pressed twice, Frame Search is not carried out and the unit enters the original mode. 


3 Start playback. 


> 


® ina few seconds, playback starts from the image cf the specified frame number. 
®@ The search is canceled if the play key (™) has not been pressed for 7 seconds after the frame number was entered. 
@ If the pause key (IB or the STILL/STEP key on the remote control unit is pressed in place of the play key {™) , the corresponding operation starts. 


Notes: 


1. If you designate a frame number which is not recorded on the disc, operation will stop after the player determines that the specified frame does 
not exist. 


2. Frame Search cannot be carried out during Ae B repeat play. 
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~- ——FRAMEITIME key 


Of 
i} 
‘ 
as 


Tart 
Oaths 
D0 


08 OF O80 
Os Of OF i08 


Numeric keys 


[1] ~ [o}, [e19}) 


Play key [>| 


Mi Locating a desired scene (tune) by time number 
(CD, CDV, and LD-CLYV) 


Example: Starting playback from an elapsed time of 12 min. 34 seconds. 


4] Press the FRAME/TIME key. 


If the disc has a TOC, the recorded chapter numbers are displayed. 
FRAME/ 
TIME 


Blinks. 


® With CDV discs, this operation is possible only while the disc is playing. Search is carried out only for the audio part when the audio part 
is playing, and only for the video part when the video part is playing. 


2 Within 7 seconds, designate the time (4 digits) using the numeric keys. 


Press [1] [2] [3] [4] in sequence. 
es 
: 2 = 


® If the disc does not contain the time number until the digits of second, enter ‘‘00"' after the digits of minute (2 digits). 
® if you mistakenly enter the wrong time number, press the CLEAR key once and then re-enter the number. 
® lf the CLEAR key is pressed twice, Time Search is not carried out and the unit enters the original mode. 


3 Start playback. 


» 


@ After a short delay, playback begins fram the designated time number (elapsed time}. 
@ If the play key {#} is not pressed within 7 seconds after the time setting, the setting is cancelled. 
@ {f the pause key (I) is pressed in place of the play key (™) , the unit enters the pause mode. 


Notes: 

1. If you designate a time number which is not recorded on the disc, in the case of an LD operation will stop after the player determines that 
the specified time number does not exist; in the case of a CD or CBV disc the last track will be played and then operation will stop. 

2. Time Search cannot de carried out during A> B repeat play. 
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Special video playback functions (LD-CAV) 


a 8 I ae ee aE 


Special video playback functions are not possible with CLV {extended play) discs. 


MULTI SPEED keys 
ale] 


Ss). BI) 


Mi Changing the playback speed 


Press the remote control unit’s MULTI 


SPEED (< ,> ) key. To resume normal playback 


MULTI SPEED 


re 
Oo oO 
<.—_iség& 
== hy) 


® Pressing the > side selects forward motion. 
®@ Pressing the <1 side selects reverse motion. 


2 Select the speed using the [+] and [=] keys. 


TV screen display: 


MULTI SPEED Chapter number and frame number display 
- + 


05 1577 


@ Eight speeds can be selected, with each press changing the 
speed in the following order. 


x3 Three times the normal speed 
x2 Two times the normal speed 

x1 Normal speed 

* 1/2 Half the normal speed 

*1/4 One-fourth the normal speed Initial setting 
x 1/8 One-eighth the normal speed 

* 1/16 One-sixteenth the normal speed 


ae Saas Speed and direction display (* 3~ 1/30} 
x 1/30 One-thirtieth the normal speed 


@ No sound is output when using the MULTI SPEED function. 
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STILLISTEP keys 
| 


HM Stopping and viewing single frames 


Still frame, frame advance, and frame reverse are possible. 


Press the remote control unit’s STILL/STEP key. 


To resume normal playback 


Display indications 


Blinks. 


The first press staps the imagé and displays a still frame. Fe 
Each press of the fii) side advances the image by cne 
frame. : 

Each press of the Ex@i] side reverses the image by one 
frame. 

Ne sound is output when using the still frame, frame ad- 


vance, or frame reverse function. 


87 8 910 wie 


om fe cis fs Pe 


The frame number is increased or decreased by one frame each time 
the STILL/STEP key is pressed. 


Note: 7 
Images may be distorted during multi-speed playback, still-image playback or step advance/retreat playback. 


Automatic Picture Stop Function 


When playing a disc recorded with special signals called ‘‘picture stop codes’', the unit will automatically enter still frame mode when it plays 
a frame that contains such a. code. Following the screen display, enjoy the image using keys such as the STILL/STEP key. 
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Shuttle operation 


SHUTTLE knob 


M@ Playing image continuous and fast in the forward/backward directions 


Rotate the SHUTTLE control on the main unit. 


For fast backward image For fast forward image 


® The image changes continuously according to the direction of rotation of the SHUTTLE control.. 


Notes: = ae : 
1. The audio part of CD or CDV disc is played in normal fast forward/backward sound. 
2. The image may be distorted during this operation. 


20 LvD-820R (En) 


Program play (CD, CDV, LD) 


Up to 20 chapters (tracks) can be programmed and played 

in any desired order. 

®@ Programming is not possible with discs that do not have chapter 
numbers. ; 


M@ Playing desired chapters (tracks) in 
the desired order 


REPEAT kev 


Numeric keys 
(Li] ~ fo}, 


PLAY MODE key 


1 Set the unit in the stop mode. 
a 


Play key [>] 


? Set the player to Program mode. 
PLAY 


M@ Repeatedly playing a program 

@ Program mode cannot be set if the unit is in A B Repeat 

mode. In this case, press the REPEAT A® 8 key to cancel 

A» B Repeat mode. 

3 Within about 7 seconds after step 2, enter 

the chapter number (track number) with the 
numeric keys. 


Example: Selecting chapter numbers 3, 9, and 15. 
Press the numeric keys in the following order: | 


[s][9][+10][5]. 


— 


Press the REPEAT key on the remote control unit. 


@ | REPEAT | appears on the display and the program is played | 
repeatedly. 
® To cancel repeat play, press the REPEAT key again. 


—— 
— 5 


@ Chapters (Tracks} on a double-sided disc can be 
programmed regardless on whether they are located on side 
Aor B. ; 

Example: To program chapters in order of Chapter 3 on side 
A, Chapter 4 on side B and Chapter 2 on side A 
@) Press the SIDE A disk side selector key, then 
press numeric key . 
@) Press the SIDE B disk side selector key, then | 
press numeric key ‘ 
@) Press the SIDE A disk side selector key, then 
press numeric key ; 

® lf you make a mistake during entry, press the CLEAR key 

and then re-enter. the number(s). 


To create blank spaces between tunes 


After setting the player to Program mode, press the remote 
control unit’s SPACE key. 


Start program play. 


Main unit Remote control unit 


PLAY @ A blank space of approximately 4 seconds is created between 


tunes. This function is useful when recording cassette tapes for 
use with the cassette deck’s tune skip function. 

® The total time display changes to include the time required for the 
spaces. 

® To cancel this feature, press the STOP key then the SPACE key. 


> 


® The designated chapters (tracks) are played in the 
programmed order. 

@ To play the next or previous chapter (track) in the program, 
press the metor met skip key. 
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Program play (CD, CDV, LD) 


@ Checking a program 


Press the CHECK key. 


Open/Close key [a] 
Lights on. 


CHECK 


CHECK key 


CLEAR key Numeric keys 


(fy) ~ Lo}, Leto) 


@ Each time the key is pressed, the next chapter (track) num- PLAY MODE key 


ber is displayed in the programmed order, 


Play key [>] 
@ Changing a programmed chapter 
(track) 


Press the CHECK key to select the 

programmed chapter (track) number you 

wish to change. | 
CHECK 


—M Deleting programmed chapters 
(tracks) 


@ The next chapter (track) number in the program is displayed 
each time you press the CHECK key. 


Programmed chapter (track) numbers are delet- | 
ed one-by-one in reverse order. 


Enter the number of the desired chapter 
(track). 


The figure shows 
the main unit. 


* A program cannot be changed while it is being played. ® Each time the CLEAR key is pressed, the last chapter (track) 


number in the program is deleted. 


M@ Adding to a program 


Deleting the entire program 
Enter the chapter (track) number(s) you wish to 
add. 


Goes out. 


The figure shows 


O +10 
SF a a 
® Normal playback resumes from the current tune. 
® Pressing the Open/Close key ( @& } also deletes the pragram | 


in addition to opening the disc tray. 


Note: 
During program play, if you have programmed a chapter which is not on the disc when using a disc which dees not have a TOC, the unit will 
play the next chapter in the program after verifying that the current chapter does not exist. 
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Editing 


When recording tunes from a CD or CDV disc to cassette tape, this function is used to edit the tunes so that they fit within 


the time limits of side A and side B so the last tune on each side does not get cut off in the middle. 
@ Editing 


Sle 
- ~ eal 
[PEM )— ror 


EDIT 123945 gy Seon 
a 7 8 910 
11 


1 With the player in Stop mode, press the EDIT key. 


® | itis required to leave a non-recorded space of 4 seconds between tracks, press the SPACE key on the remote control unit before pressing 


the EDIT key. 


2 Input the total recording length of the tape (both sides) in minute units. 


Example: To edit for a 46-minute tape, press four times and then press [6] : 
To correct a mistaken entry, press the CLEAR key and then re-enter the recording time. 


Heroes 
(cae NEN se EPH Hye isk 
12345 gee aes 


6 7 B @ 10 
TRACK 


1 


@ Recording times of 100 minutes or more cannot be input. 


®@ The player edits the tunes as described below. 
@) The input recording time ts divided in half (resulting in 23 minutes in the example), and then the player automatically selects the track 


numbers of tunes to fill the A file (side A of the tape). 
@ Ajter a jew seconds, the remaining time left on side A appears on the display, and then the player edits the B file (side B of the tape) 


in the same manner. 


Player display example (when using a CD} 


Editing sequence TV screen display exampie 
1294 5 pe eet 


EDIT-A 6 7 B 8 10 a 


Editing begins 
A adit 1112131415 
16 17 16 18 20 


i 


A edit completion 


REMAIN evi 
01:28 


1234 5 

EDIT-B @7 8910 
11 12 13 44 15 

18 17 18 19 20 


remain FUIT-B 
00:12 


B edit completion 


TOTAL STOP 


Edit completion _ 01-43:12 EDIT 
PGM 
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Open/close key ry 


Numeric keys[P] 


PLAY MODE key 


Play key 


M@ Checking an edited program — Playing an edited program 


Press the CHECK key. 


Main unit Remote control unit 


PLAY ail 
GJ. F 


CHECK 


® Playback begins of the tunes in the A file. When the last tune 
in the A file nas finished playing, the unit enters pause mode. 
Pressing the play (P) key again starts playback of the tunes 
in the B file. 


® Each time the CHECK key is pressed, the next track num- | 
ber in the edited program sequence is displayed, starting 


at the beginning of the A file and continuing to the B file. @ Deleting the entire edited program 


Goes out. 


it 


Relation between program selection and editing 


When a disk which has been programmed is edited, the programmed 
tracks are edited in priority and the tracks which have not been 
programmed are added in the editing only when there is a space left 
within the set recording time. 


@ Normal playback resumes from the current tune. 
@ Pressing the open/close key ( 4 )also deletes the program 
in addition to opening the disc tray. 


Notes: 

1. If you enter a recording time which differs from the length of the tape you are using, editing will be carried out normally but excessive blank . 
space may be left on the tape or the last tune on side A or B may get cut off in the middle. 

2. The Edit function can edit a maximum of 20 tunes. 

3. If tune number 32 or above is programmed, the tunes from that tune through the fast programmed iune will be erased from a program. 

4. Editing may not be carried out properly if you use a disc which contains only one tune or a disc such as a classical music CD which contains 
one track number that has a long playback time. 
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Repeat play 


MH Repeatedly playing one side of a 
disc 


Make sure is extinguished on the 
display. 


Extinguished. Extinguished. 


@ if is lit, press the PLAY MODE key. 


2 Press the remote control unit's REPEAT key 


once. 


e [REPEAT | appears in the display and one side of a disc is 
played repeatedly. 

@ This is not possible during A> B repeat play. 

® To cancel, press the REPEAT key again. 


3 Start playback. 


REPEAT key 


PLAY MODE key 


M@ Repeat playback of two disk sides 
LD 


1 Ensure that the PGM indicator on the display 
is OFF. 


® |f the PGM indicator is ON, press the PLAY MODE key to 
turn it OFF. 


y Press the REPEAT key on the remote con- 
trol unit twice to initiate the all-side repeat 
mode. 


@ Each press of the REPEAT key changes the repeat modes 
as shown below. 


With an LD: 


[” Side repeat ————_—_—_—________»- All-side repeat 
etd 


With a CD or CDV: 


Repeat <j—_——- OFF 


3 Start playback. 
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Repeat play 


Oi 

O80 

(8 (Os (0 
D/O: 
EEE 


CE OF Os O- O O- ee 


I: 


REPEAT A & B key 


Us Ogle 08 Os De 
~— O- 


OF O elo 


Or O+ O Oe Or D- D+ 


Ti 
he 


M@ Repeatedly playing a desired section (A> B Repeat) 


1 While the disc is playing, press the remote control unit’s REPEAT Ac B key at the start of the sec- | 
tion you wish to repeat. 


REPEAT 

A - B al tae 

aT 
TRACK SUNGLE 

Tyo 

Ho oO lu dis 


® Check to make sure that and [ REPEAT | are extinguished in the display. 


2 Press the REPEAT Ac B key again at the end of the section you wish to repeat. 


®@ The designated section is played repeatedly. 

@ To cancel Ap>B repeat play, press the REPEAT Ar B key 
again. {Normal playback resumes. } 

@ When using a disc which has time numbers recorded in — 
minute units, the boundaries of the cesignated section may 
be slightly shifted during playback, 
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Random playback 


The random playback selects every track to be played ina 
random order. {LD with TOC, CDV or CD) 

The random playback ends after having played all tracks 
on the disk. 


M@ Random playback operation 


1 Set the unit in the stop mode. PLAY MODE key 
Stop key 


Skip kovs[ ea]. [5] 


2 Ensure that the PGM indicator is OFF. 


To select a different track during random 


playback: 
<< 
Th 


@ When the skip key (il) is pressed once, the playback | 
returns to the beginning of the track being played so it can 
be played again. | 

@ When the skip key (ml) is pressed, another track is select- 
ed randomly. 


Extinguished. 


3 Press the RANDOM key. 


RANDOM a 
enous 

Gemitls 

To resume normal playback 


Main unit Remote control unit Press the RANDOM key again. 
@ The PLAY indicator blinks. When the track to be played is 
selected, the track number indicator of the track lights up 
and playback starts. 
When a track has been played, another track is selected ran- 
domly and played. 
If the RANDOM key is pressed during normal playback, ran- 
dom playback starts after the track being played. 
With a double-sided LD, randam playback is performed on 
side A then on side 8, and it ends when ail tracks on side 
B have been played. 
If the REPEAT key is pressed during random playback, ran- 
dom repeat playback starts. (Refer to page 25 for the repeat { 
playback.) 


Main unit Remote control unit 


@ Normal playback resumes from the current tune. 
® ff you press the stop (MI) key or OPEN/CLOSE ( @&) key, Ran- 
dom Play will be canceled and playback will stop. 
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Audio switching 


TIME Key 


AUDIO MONITOR key AUTO DIGITAL key 


M@ Selecting the desired audio 


Press the remote control unit’s AUDIO MONITOR 
key. 


Each time the AUDIO MONITOR Audio heard 
key is pressed, the audio changes from speaker{s)} 
according te the following se- 


Indication 


Stereo disc Bilingual Display ; L TV screen 


quence: a 
A ' B : C A| Left channel AOgIO“| 
(left) 
j Audio 2 
channel (right) 


Sch aie STEREO 
@ When the power is turned on, the audio js set for stereo. ~ udio 2 (right) 


Press the AUDIO MONITOR key when you wish to listen to 
sound from only the left or right channel, or when you wish 
to select the English channel or other language channel from 
a bilinguai source. 


@ Playing digital audio discs 
There are two types of audio recording used with LDs: digital recording and analog recording. Digital audio LDs also contain 
analog recorded audio, allawing you to select either type of audio. 


Discs which bear one of the logos shown at the right give 
output priority to digital audio. To listen to analog audic, 
press the AUTO DIGITAL key on the remote control unit. " i 3] 


~oplict digital MULTI AUDIO 
disitol = sa unr 


Digital audio disc logas Multi Audio disc logo 


@ Each press of the key switches between digital audio and _ ® You can get full enjoyment from Multi Audio discs by mak- 
analog audio. ing use of both the AUDIO MONITOR key and the AUTO DIG- | 
ITAL key. 
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Switching the time display 


Each time the TIME key is pressed, the contents of the time display change accord- TIME 
ing to the sequences listed below according to disc type and play mode. 


Disc type TOC existence Display contents 


Normai modes 
With TOC (@) Remaining time of the current chapter«-@) Elapsed time of the current chapter 


(1) Total elapsed time of the disc ———» @) Total remaining time of the a 


Pragram mode Total playing time of program (on TV screen) 


Without TOC Norma! modes Total elapsed time of the disc 


Normal modes Frame number 
With TOC Girne, Perea PES EMRE aed Gade ceca) eee i eet te, ARS Sadr 
Program mode Total playing time of program (on TV screen) 


Without TOC Norma! modes Frame number 


@) Elapsed time of —» @ Remaining time of —>@ Total elapsed time 
the current track the current track of the disc 


Normal modes 


Pee Cey. @) Total remaining time of the disc 


Program mode Total playing time of program (on TV screen) 


Normal modes: Refers to other modes than the program mode. 


Display examples: For a CLV disc with a TOC 


1) Total elapsed time of the disc @) Total remaining time of the disc © 


2345 x Ps bea 

@ 7s ga 40 i 

1442 ae TI zs Dee Tat 
am LIL Um us muluis 
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Useful functions 


INTRO SCAN function 


INTRO 
SCAN 


When the INTRO SCAN key is pressed in the stop mode, the first 10 
seconds of every chapter (track} on the disk will be played. 
lf itis pressed in the program mode, chapters (tracks) will be played 
in order they were programmed. 
When the key is pressed again, normal playback starts from the 
current position. 
This operation dogs not occur with a disk which does net contain 
chapters (tracks). a 
With a double-sided LD, Intro Scan of side A occurs first, then In- 
tro Scan of side B occurs after it. 


DISPLAY key 


DISPLAY 


Each time the DISPLAY key is pressed, the dispiay changes accord- 
ing to the following sequence. : 


DISPLAY OFF ——————_——_» DISPLAY ON 
(initial condition} 


INFORMATION OFF 


@ DISPLAY ON 
The character display appears on the TV screen during playback, 


@) DISPLAY OFF 
Characters are not displayed during playback. 
The character display appears on the TV screen in the stop mode. 


@) INFORMATION OFF 
Characters are not displayed on the TV screen. 
The display on the main unit shows the chapter (track) number 
and time, or the frame number alone. 
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MEMORY STOP function 


MEMORY 
SToP 


If you press the MEMORY STOP key during playback, the player memo- 

rizes the current position and enters stop mode. If you then press the 

play (™) key, playback will start again at the memorized position. 

@ The memory of the position is held even after the POWER key is 
pressed to OFF. 

@ The memory is cleared whenever the STOP key is pressed. 


MIDNIGHT THEATER function 


MIDNIGHT 
THEATER 


When the MIDNIGHT THEATER key is pressed, the sound level of 
effects of a movie, etc., becomes equal to the level of human voice 
so that it is easier to hear. 

This feature is convenient in low-volume listening in the nighttime, etc. 


® This feature can be canceled by pressing the key again. 


In case of difficulty 


What appears to be a malfunction may not always be serious. If your unit should not perform as expected, consult the table 
below to see if the problem can be corrected before seeking help from your dealer or service representative. 


@ The power cord is not plugged in completely. ® Securely plug the power cord into the outlet. 
® Power to the amplifier is turned off. ® Turn on the power to the amplifier, 
e 


The power is not turned on. @ Press the player’s power switch. 
@ There is no disc in the player. ®@ Load a disc and press the play (l») key. 
@ There are no signals recorded on the side of @ Turn the disc over and properly place it on 
the disc being played. the disc tray. 


Symptom 


The power does not come on when the 
power switch is pressed. 


Playback does not start when the play (>) 
key is pressed. 


® Turn on the TV. 
@ Properly reconnect the connection cords, 


@ The TV is not turned on. 

® The connection cords are not properly con- 
nected. 

The TV’s input switch is not set properly. 


The play indicator (»} is lit but no im- 
age/sound is seen/heard. 


@ Set the switch to TV or VIDEO. (Set to TV 
when using an RF modulator.} 


Television programs do not come in. 


The TV antenna is not connected properly. 
The output of the RF modulator is switched 
to VDP (DISC) side. : 

The TV‘s input switch is set to VIDEO. 


The dise is an extended play (CLV) disc. 


@ Properly connect the antenna. 
@ Press the remote contral unit's TV/DISC key. 


@® Set the switch to TV. 


® Still frame, frame advance, and multi speed 
playback functions are not possible with ex- 
tended play (CLV) discs. 


® This is not a malfunction. 


Still frame, frame advance, or Multi Speed 
playback cannot be carried out. 


During LD playback, the picture becomes 
disrupted when the image is fast- 
forwarded or fast-reversed. 


The picture will be slightly disrupted during 
fast-forward and fast-reverse operations. 


The picture does not look good, picture/ 
sound quality is poor. 


The video cord is not properly connected. 
A nearby device is generating noise. 


® Properly cannect the cord. ae 

@ Separate this unit as far as possible from the 
device you think is generating the noise. 

@ Refer to the ‘Disc Handling Precautions’’ 
section and wipe the dirt fram the cisc. 

@ Use a new disc. : 

@ Refer to the ‘‘Beware of coridensation’’ sec- 

tion and evaporate the condensation. 


@ The disc is dirty. 


The disc is scratched or flawed. 
There is condensation on the optical lens. 


No sound is heard. The audio output cord is not properly con- 
nected. 
@ The volume control of the TV ar amplifier is 
not adjusted properly. 


® The player is in a special playback mode. 


®@ Properly connect the audio cord. 


@ Set the sound volume to.an appropriate level. 


@ Press the play » key to resume normal play- 


back mode. 
Playback is not possible, and ‘‘ERROR”’ is @ The disc is not placed horizontally. ® Turn the power OFF and place the disc in the 
displayed on the TV screen. eae correct position. 
It takes a while for the disc to start playing. @ Time is required for the unit to detect the disc ® Approximately 10~20 seconds is required 


type and size and for the rotation of the mo- for a disc to start playing, although the time 
tor to stabilize. This is net a malfunction. differs depending on the disc. 


® The disc is placed on the tray at slant. @ Properly place the disc on the tray, 


The disc tray automatically opens. 


Notes: 

1. Since this unit incorporates a microprocessor, external noise or interference may cause the unit to operate abnormally. If this should ever accur, 
press the POWER switch OFF and then press it ON again after a period of several seconds. 

2. Do not use contact cleaner because it could cause a malfunction. Be specially careful against contact cleaners containing oil, for they may de- 
form the plastic components. 
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Specifications 


a 


[Type] RF modulator output channel......... VHF channe! 3 or 4 
Video disc format .......-.....22:2cereeee LaserVision format Allowable operating temperature range ...... 5°C ~ 40°C 
Signal read System .......c:eeceeseee noes Semiconductor laser Allowable operating humidity range ............. 5% ~90% 
Video output format .............0.ccceseeeee sence ee neereres NTSC {condensation should not form) 
Video output lines -..-........... 2 lines (S-VIDEO terminal, 
RCA pin jack} 
Audio output lines............0025+ 2 lines (optical terminal, [General] 
RCA pin jack) POWEY CONSUMPTION ......0..c0cceneseeeeeneretensensnuneneees 36 W 
Dimensions ..........:01creceeeeeesee W: 440 mm (17-5/16") 
[Characteristics] H: 139 mm (5-1/27) 
Video output level...........ccsessseseeeees 1 Vp-p (75 © load, D: 446 mm (17-9/16”") 
sync. negative) Weight (Net) ......-2..::::cseceensseeeseseeeeeens 9.2 kg (20.2 Ib} 
$-VIDEO output level...... Y output : 1 Vp-p (75 Q load, 


sync. negative) 
C output : 0.286 Vp-p 


(75 Q load) 
Horizontal resolution .............ccccscoeeressseseensene 425 lines 
Video signal to noise ratio................- More than 49 dB 
Digital audio section 
Frequency re@SPOMNS@ .........ccseeeesereeeeeees 4 Hz~ 20 kHz 
Signal to noise ratio.......-......0.erere More than 98 dB 
Total harmonic distortion ........-..-- Less than 0.006% 
(1 kHz) 
Wow and flutter ..........-.--.--.: Below measurable limit 
(+0.001% W. PEAK) 
Output level/Impedance ...............eeeseeeeees 2 V/1.1 kQ 


Optical output (optical 
fiber output terminal) ........... —15 dBm~ —21 dBm 


Note: 
KENWOOD follows a policy of continuous advancements in development. For this reason specifications may be changed without notice. 


For the U.S.A. 
Note to CATV system installer: 


This reminder is provided to call the CATV system installer’s attention to Article 820-40 of the NEC that provides guidelines for proper grounding 
and in, particular, specifies that the cable ground shall be connected to the grounding system of the building, as close to the point of cable entry 
as practical, 


For the U.S.A. 
FCC WARNING: 


This equipment may generate or use radio frequency energy. Changes or modifications to this equipment may cause harmful interference unless 
the modifications are expressly appraved in the instruction manual, The user could lose the authority to operate this equipment if an unauthorized 
change or modification is made. 


NOTE: 


This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to Part 15 of the FCC Rules. These limits 
are designed to provide reasonable protection against harmful interference in a residential installation. This equipment may cause harmiul interfer- 
ence to radio communications, if it is not installed and used in accordance with the instructions. However, there is no guarantee that interference 
will not occur in a particular installation. If this equipment does cause harmful interference to radio or television reception, which can be determined 
by turning the equipment off and on, the user is encouraged to try to correct the interference by one or more of the following measures: 

—— Reorient or relocate the receiving antenna. 

—— Increase the separation between the equipment and receiver. 

—~- Connect the equipment into an outlet on a circuit different from that to which the receiver is connected. 

—— Consult the dealer or an experienced radio/TV technician for help. 


For CANADA 
DOC REGULATION 


“This digital apparatus does not exceed the CLASS B limits for radio noise emissions from digital apparatus as set out in the radio interference 
regulations of the Canadian Department of Communications.”” 
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